
WARRANTY:
Please refer to the full warranty statement enclosed 
with the product before installing. Or visit 
www.phoenixtapware.com.au to download a copy.

SAFETY WARNING:
- This product is only used for drying textile
  materials which were washed in water.
- This product should be installed in areas away
  from water. Do not immerse in water.
- Any damage to the power cord, must be repaired
  by a licensed electrician.
- No climbing on this product.
- Max. Loading: 5 KG
- Electrical data: 240V, 50Hz, 54Watts, IPX5 
- Operating Temp: 40 to 50°C

MAINTENANCE AND CARE:
- Products should be cleaned with mild  
  liquid detergent or soap and water. 
- Do not use cream cleaners or citrus 
  based cleaning products, as they are 
  abrasive. 
- Use of unsuitable cleaning agents may 
  damage the surface. Any damage caused 
  in this way will not be covered by 
  warranty.

DISCLAIMER:
While we aim to ensure the specifications shown are correct at 
the time of printing, Phoenix Tapware reserves the right to make 
modifications without prior notice.  Always use the physical 
product measurements for mark-ups and roughing-in as the line 
drawing shown may differ from the actual product over time.

All measurements are shown in millimeters.

(03) 9780 4200
www.phoenixtapware.com.au

INSTALLATION INSTRUCTIONS

*Hard wire installation must be conducted by a
  certified electrician.

NOTE:
- If the pressure exceeds or is likely to exceed 550kpa, 
  an approved pressure limiting device must be installed.
- Flush out all pipe work prior to installation.
- If the water temperature exceeds 75°C, an  approved 
  tempering valve must be fitted.
- Installation should comply with Australian  standard 
  AS3500.1 or relevant local authority requirements.
Showers may not be suitable for use within:
• Gravity-fed water systems
• Some instantaneous hot water systems; or

• Pressure supply less than 150kPa;
NOTE: The 500kPa maximum water supply pressure 
does not apply to fire service outlets.

Failure to comply with the above may void all 
warranties. 

WARRANTY:
Please refer to the full warranty statement enclosed 
with the product before installing. Or visit 
www.phoenixtapware.com.au to download a copy.

MAINTENANCE AND CARE:
- Products should be cleaned with mild  
  liquid detergent or soap and water. 
- Do not use cream cleaners or citrus 
  based cleaning products, as they are 
  abrasive. 
- Use of unsuitable cleaning agents may 
  damage the surface. Any damage caused 
  in this way will not be covered by 
  warranty.

DISCLAIMER:
While we aim to ensure the specifications shown are correct at 
the time of printing, Phoenix Tapware reserves the right to make 
modifications without prior notice.  Always use the physical 
product measurements for mark-ups and roughing-in as the line 
drawing shown may differ from the actual product over time.

*All measurements are shown in millimeters.

(03) 9780 4200
www.phoenixtapware.com.au

maximum hot 
water temperature

recommended 
working pressure

INSTALLATION INSTRUCTIONS

NOTE:
- If the pressure exceeds or is likely to exceed 550kpa, 
  an approved pressure limiting device must be installed.
- Flush out all pipe work prior to installation.
- If the water temperature exceeds 75°C, an  approved 
  tempering valve must be fitted.
- Installation should comply with Australian  standard 
  AS3500.1 or relevant local authority requirements.
Showers may not be suitable for use within:
• Gravity-fed water systems
• Some instantaneous hot water systems; or

• Pressure supply less than 150kPa;
NOTE: The 500kPa maximum water supply pressure 
does not apply to fire service outlets.

Failure to comply with the above may void all 
warranties. 

WARRANTY:
Please refer to the full warranty statement enclosed 
with the product before installing. 

MAINTENANCE AND CARE:
- Products should be cleaned with mild  
  liquid detergent or soap and water. 
- Do not use cream cleaners or citrus 
  based cleaning products, as they are 
  abrasive. 
- Use of unsuitable cleaning agents may 
  damage the surface. Any damage caused 
  in this way will not be covered by 
  warranty.

DISCLAIMER:
While we aim to ensure the specifications shown are correct at 
the time of printing, we reserve the right to make modifications 
without prior notice.  Always use the physical product 
measurements for mark-ups and roughing-in as the line drawing 
shown may differ from the actual product over time.

*All measurements are shown in millimeters.

maximum hot 
water temperature

recommended 
working pressure

INSTALLATION INSTRUCTIONS

HEATED TOWEL LADDER
IN0117 REV C

3a: PLUG IN INSTALLATION 3b: HARD WIRE INSTALLATION*

Unscrew Grub Screws to release  
Mounting Pillars.

Fix Bracket Assembly A to positions with M6 
Hex Screw, as shown.

Bracket Assembly A

Bracket Assembly B 
with wire access

Grub Screw side facing up

Grub Screw side 
facing down

M6 Hex Screw

M5 Hex Screw

Bracket Assembly B 
with wire access

Fix Bracket Assembly B to positions with 
M5 Hex Screw, as shown. 

M5 Hex Screw

Trim the cable to 
required length.
Unfasten the Phillips 
Self Tapping Screw to 
remove Opened End 
Cap.
Run the cable 
through Thread 
Insert and Bracket 
Assembly B.
Fasten the Bracket 
Assembly B into 
position using the M5 
Hex Screw.
Push on Closed End 
Cap.
Fasten Philip Tapping 
Screw. 

M5 Hex Screw

Closed End Cap

Opened End Cap

Philip Self Tapping Screw

Bracket Assembly B

Threaded Insert

Recommended minimum install 
height from floor is 600mm
Measure and mark hole positions 
on the wall.
Use 6mm drill bit to drill holes on 
the marked positions.
Fit Wall Plug into drilled holes.
Screw Large Pillar and Small Pillar 
to positions, as shown.
For Hard Wiring Installation: feed 
cable through a drilled hole in wall.
Push on the towel ladder and 
fasten Grub Screw to secure the 
towel ladder.
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holes 32mm deep 
as indicated in 
diagram.
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Bracket Assembly

Mounting Pillar

Grub Screw

Large Pillar

Small Pillar

Wall Plug

Countersunk Screw

Grub Screw

600mm
RECOMMENDED MINIMUM

INSTALL HEIGHT


